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Mountainview High School Tech Crew
Fly System Hand Out
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1/4" Air Craft Cable/ Pick Line

Batten

Fly Rail Safety Tips And Guidelines

@r;c or | 1. In Front Out Back -- To move batten down/in pull on front rope
| | To pull batten up/out pull on back rope
i Catwalk / Loading Dock 2. Always check to see if line is "In Balance" tension on front rope
Weight Dock indicates arbor heavy, tension on back indicates batten heavy

3. Always replace locking ring after operation
4. Loading weights

514" Synthetic Rope / Hand Line a. load scenery
Multiline Il b. load arbor
Unloading weights
N Locking Ring / "0" ring  — a. unload arbor
' Fly Rail b. unload scenery

5. When in doubt use a line lock
6. Always tighten stop collar on top of weights
7. Call "HEADS UP", "BATTEN MOVING" or something similar

[j Brake
\ before raising or lowering batten
| Tension Block &. Call "CLEAR RAIL" and wait for "CLEAR" before loading or

A TiBgr Grided Tl unloading weights
; 9. If you can not see the complete travel of a batten assign

I H | "Spotters" to make sure you do not hit anything

l
“ 10. Neverlll force a batten to move. If it is caught find out why!

|

|
ibo;Jml 1. When in doubt ask your supervisor
‘ 12. Spreader Plates are to be placed every 2’ to 3’ between
Stage Weights

13. Lock Plates are to be down against the Weights and the
Thumbscrew should be tight whenever the Arbor is moved.

M- 1<~ Stop Collar / Lock Plate with Thunbscrew Knots to Know:
<- Spreader Plate 1. Clovehitch
2. Half hithch

] 3. €uare Knot
it R <- Counter Weight / Stage Weight 4. Double overhand

0O 5. Waterknot

T ©. Figure &

7. Prusik





